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APOLLO 3S-8SR

Aufstellungsplan

Installation plan
Opstellingsgegevens

Anderungen vorbehalten
Modifications reserved

Wijzigingen voorbehouden

6.1.5.3

DE, GB, NL
Dat: 12.07.2011
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1) Zuluftéffnung

4) StromanschiuR®

@ (3 E‘,g Cooling air inlet Power alimentation
@ e ° |::> 0 o e Intrede koellucht Stroomaansluiting
— a 2) Abluftéffnung 5) Wartungs- und Bedienungsseite
A ° Cooling air outlet Service side and operation panel
] @ 6 Uittrede koellucht Onderhouds- en bedieningszijde
[ (] 3) Druckluftanschiu® 6) Min. Wandabstand 250 mm
i Compressed air connection Min. wall clearance 250 mm
=] ] 2 |::> Persluchtaansluiting Min. wandafstand 250 mm
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0 Type L B H a b c d e f
mm [ mm [ mm | mm | mm | mm | mm | mm | mm kw kg m3h m2 m?2 G
@ APOLLO 3SR 1312 | 590 | 1348 | 151 | 250 | 543 | 503 | 117 | 441 3 223 650 0,20 0,08 3/4
APOLLO 4SR| 1312 | 590 | 1348 | 151 | 250 | 543 | 503 | 117 | 441 4 223 830 0,25 0,10 3/4
APOLLO 6SR| 1312 | 590 | 1348 | 151 | 250 | 543 | 503 | 117 | 441 55 236 950 0,30 0,12 3/4
APOLLO 8SR| 1312 | 590 | 1348 | 151 | 250 | 543 | 503 | 117 | 441 75 236 950 0,30 0,12 3/4




